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Standard Materials:

Lead Time:

Standard Dimensions:

16 weeks

4” L x 10” W x 11.5” H

Available in all
Metal Finishes

Metal Finsihes:

Brass, Glass

ADA Aperture Sconce 
10”

ALLIED MAKER 

Opal, Skytek, Smoked

Glass Finishes: 

The Aperture collection employs 
hand-bent glass diffusers to combine 
bounce and ambient glow for a lovely 
quality of light. The light source of 
the Aperture Sconce is surrounded 
by a glass dome connected via bent 
metal rod. 

Blackened Brass, Opal 
Dome

Shown As:



Dimensional DrawingMounting Drawing

Lamping:

Bulb Included (120V USA):

Bulb Included (240V EU):

Certifications:

Lamp Quantity:

Brightness:

Max Wattage:

Dimming:

CE, Damp Locations, Outdoor and Wet
Locations, UL and cUL Certified1.212.334.3808

info@goodcolony.com

196 West Broadway
New York, NY 10013

1E12 or E14 Screw Base. Type
G16.5 Lamps

Tala 5W Globe 240V Bulb

Feit 5.5W E12 Bulb

LED+

40 W

500 Lumens

ADA Aperture Sconce 
10”

ALLIED MAKER 

Mounting: 4” J-Box only. 
Minimum 1.25” depth

Weight: 3.25 lb



Flat Black

Nickel 

Gradient

Raw Brass 

Bronze

Matte White 

Verdigris

Brass

Maker Black

Slate

Blackened Brass

Heritage Brass 

Sandblasted Grey 

METAL MATERIAL FINISHES
Custom materials & finish matching available. 

ALLIED MAKER

Materials and Finishes
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Opal Glass Smoked Glass

GLASS MATERIAL FINISHES
Custom materials & finish matching available. 

ALLIED MAKER

Materials and Finishes
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New York, NY 10013

Skytek Glass
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